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All purpose film
High Oxygen Transmission rate allows product to bloom, stay tender 
and look appetizing in the case. Best selling meat film in the world.

PVC FIlM For HeAt SeAl MACHINeS AlfA # Description size

HSMF-12 Resinite Stretch Film 12" W x 5000' L
HSMF-18 Resinite Stretch Film 18 "W x 5000' L

HEAT SEAL WRAPPERS

825A
(2-Roll 
Capacity) MADE IN THE 

USA

multi-roll AnD stAnD moDels
• Solid state controlled film cutoff rod
• Thermostatically controlled hot plate with  

non-stick, replaceable non-stick cover
• Heavy gauge aluminum base
• Aluminum and Stainless Steel construction
• Stainless Steel wrapping surface
• Large rubber feet for stability

 no. of     mAx film  electricAl
AlfA # rolls hot plAte size Dimensions WiDth requirement Weight

825A 2 6" x 15" 26" D x 22-1/2" W x 9" H 18" 115 V 50 lbs.
104A 3 8" x 15" 26" D x 25" W x 38" H 20" 115 V 65 lbs.
107A 3 8" x 15" 26" D x 23" W x 38" H 18" 115 V 65 lbs.
102A 2 6” x 15” 26” D x 23” W x 38” H 18” 115 V 65 lbs.
112A 3 6” x 15” 12.5” D x 25” W x 37” H 20” 115 V 65 lbs.

   StANd Model FeAtureS
• Adjustable foot pads for easy leveling 

on uneven floors
• Multiple roll capacity
• Easy to use film selector feature
• Adjustable film tension

104A
(Wings 

Optional)

   StANd Model oPtIoNS
• 12 hour timer
• All Stainless Steel construction (S104A)
• 115 volts, 6.5 amps, 60 cycle
• Stainless Steel wings 
• Accessory storage rack (ASR) 
• Label dispensers (various sizes available)
• Available in extended widths (e.g., 24", 30" and 36")

107A
with 

Splash 
Shield

102A

Note:  HeatSeal 
Stand Models must 

ship by TRUCK. 

Factory Warranty: 
1 Year Parts

(Excluding Wear Parts)




