THERMOSTATS & HI-LIMITS (cont_) NOTE: All dimensions in inches

Thermostats By Temperature Range
e | o Temperature | Cap Mounting Order
== Description Range (°F) Length | Bulb Bracket Typet | Number
Il K THERMOSTAT — w/Panel Nut 0-200 12 Y x 1% 1 46-1190
- - | K THERMOSTAT 60-200 36 35X 5V 3 46-1353
g KP THERMOSTAT 60-200 6 Yax 4 1 46-1523
@ RANCO THERMOSTAT Lo-250 48 Yax 7% - 46-1504
(7] SELCO THERMOSTAT 50-250 24 Y6 x 8 1 46-1143
; B10 THERMOSTAT 60-200 36 %6 x 15% 1 46-1133
L | B10 THERMOSTAT 60-250 36 Y416 x 16 1 46-1213
"] SELCO THERMOSTAT 60-250 24 546 x 4V 1 46-1200
” SP THERMOSTAT 60-250 72 Yax 4V 6 46-1175
- = K THERMOSTAT — w/Panel Nut 60-250 14 Yax 4l 1 46-1120
- SP THERMOSTAT — Kit 60-250 60 Yax 9% 1 46-1534*
| SP THERMOSTAT — w/Knob 60 250 60 546 x 618 1 46-1058
E SP THERMOSTAT 60-250 60 Y x 42, Copper 6 46-1003
— TB THERMOSTAT (Peca) — with 60 250 Dial 60 250 48 e x 4V 1 46-1001
‘-’" TB THERMOSTAT (Peco) — with 1-10 Dial 60 250 36 Yax 4V 1 46-1002
EA5 THERMOSTAT 80-220 48 Y8 x 5% 1 46-1480
RANCO THERMOSTAT 60-255 36 5%6%5 - 46-1245
KA THERMOSTAT — w/Stuffing Box, 36" 100-200 72 z‘;k’;ﬂ’;m e 1 46-1131
::Lﬂf?ynéﬂf;}ﬁ:u;e:i@mﬁing Box, %" Nickel on 5" Sleeve & 100-200 18 s x 4V, Nickel 7 46-1226
S THERMOSTAT — w/Stuffing Box, %" Nickel Pointer Type Adjustment | 100-200 12 Yax 4V 7 46-1007
SP THERMOSTAT — w/Knob 100 200 36 T x 12V 1 46-1167
SP THERMOSTAT — w/Knab 100 200 60 Y8 x 5% 1 46-1168
K THERMOSTAT — w/Stuffing Box, 34" Brass 100-290 48 12 x 10, Coiled 1 46-1000
S THERMOSTAT 100-325 38 s x 1118 1 46-1134
B10 THERMOSTAT — Dip Sealed 100-450 24 346 x 12%, Nickel 1 46-1406
TC THERMOSTAT — Peco 100-450 36 Y6 x 12% 1 46-1138
K THERMOSTAT 100-450 12 4 x 5%, Nickel 1 46-1174
K THERMOSTAT 100-450 36 e x 1% 1 46-1154
KX THERMOSTAT 100-450 30 346 x 11%, Tin/Zinc 1 46-1152
KX THERMOSTAT — Dip Sealed 100-450 36 346 x 125, Tin/Zinc 1 46-1202
KXA THERMOSTAT 100-450 24 348 x 12%, Tin/Zinc 1 46-1107
SA THERMOSTAT 100-450 36 Y16 X 9% 1 46-1368
S THERMOSTAT 100-450 24 Y4 x 7, Nickel 1 46-1106
S THERMOSTAT 100-450 36 e x 12 1 46-1212
KXP THERMOSTAT 100-450 48 346 x 11%, Tin/Zinc 1 46-1201
S THERMOSTAT 100-450 36 Y6 x 8% 5 46-1039
SJ THERMOSTAT 100-450 36 e x 11% 1 46-1025
SP THERMOSTAT 100-450 72 346 x 11%, Tin/Zinc 1 46-1155
K THERMOSTAT — wiDial 100-550 36 4 x 5%, Nickel 1 46-1151
KA THERMOSTAT 100-550 36 Y4 x 5%s 1 46-1503
RANCO THERMOSTAT 100-550 36 346 x 1112, Tin/Zinc - 46-1218
* Kit includes Bezel, 2" Breakaway Stem, Knob & Adapters to convert Screw Terminals to Quick Disconnect Terminals.
1 See pg. 9 for Mounting Bracket Type illustrations.
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YOUR PARTNER IN PARTS"
THERMOSTATS & HI-LIMITS (cont-) NOTE: All dimensions in inches

Thermostats By Temperature Range (Cont.)

o Temperature Cap Mounting Order (7,
Description Range (°F) Length | Bulb Bracket Typet Number =
KA THERMOSTAT 100-550 72 Y4 x 5%, Tin/Zinc 1 46-1117 —
K THERMOSTAT 120-220 36 e x 141148 1 46-1169 E
KP THERMOSTAT — 1 Phase 125-325 36 ax12 1 46-1062 J
EA5 THERMOSTAT — w/Stuffing Box, %" 125-550 48 Hsx 1% 1 46-1481F —l
KX THERMOSTAT 140-425 12 %s x 11%8, Blackened 3 46-1079 =
KX THERMOSTAT 140-425 24 %16 x 11%, Blackened 1 46-1078 “
K THERMOSTAT 140-500 36 %6 x 11% 1 46-1137
KA THERMOSTAT 140-500 48 4 x ™48, Tin/Zinc 1 46-1119 ﬂ
KX THERMOSTAT 140-500 36 %6 x 1% 1 46-1126 <
KX THERMOSTAT 148-500 42 %16 x 11%8, Nickel 1 46-1491 a
K THERMOSTAT 150-200 36 14 x 14% 1 46-1065 Q
S THERMOSTAT 150-450 43 %e x 1%, Nickel ] 46-1105 E
SA THERMOSTAT — Dip Sealed 150-450 24 % x 42, Nickel g 46-1104 e
SA THERMOSTAT 150-450 36 Ve x 23%e 5 46-1074 LA]
KX THERMOSTAT 150-475 48 ¥ x 11, Nickel 1 46-1109 E
RANCO THERMOSTAT 150-500 36 %46 x 112, Nickel — 46-1489
RANCO THERMOSTAT 150-500 60 %6 x 112, Nickel - 46-1514
RANCO THERMOSTAT 155-445 48 Y4 x 578, Stainless — 46-1198
KX THERMOSTAT 100-598 72 %ex 12 1 46-1335
RANCO THERMOSTAT — Wash 183 (168-198)*" | 24 Y x 3% - 46-1084
K THERMOSTAT 170-475 72 % x 11, Stainless 5 46-1059
KX THERMOSTAT 175-375 24 4 x 9%, Stainless 1 46-1125
KX THERMOSTAT — w/Stuffing Box, 34" Nickel 175-375 54 %6 x 5%, Nickel 1 46-1087
S THERMOSTAT 175-460 48 %6 x 11%, Nickel 1 46-1118
KX THERMOSTAT 175-500 36 %6 x 12Va, Tin/Zinc 1 46-1136
KX THERMOSTAT 175-500 60 %6 x 1%, Nickel 1 46-1055
S THERMOSTAT 150-550 42 %6 x 10V8 1| 46-1132
K THERMOSTAT 175-550 30 %s X 57 1 46-1593
K THERMOSTAT 175-550 18 % x 316 1 46-1482
SJ THERMOSTAT 175-550 60 ¥is x 11%8, TinfZinc 1 46-1110
S THERMOSTAT — w/Dial 175-550 60 e x 1% 1 46-1032
TB THERMOSTAT (Peco) — wi/Dial (200-550) 175-550 60 %16 x 1158 1 46-1030
TB THERMOSTAT (Peco) — w/Dial (1-10) 175-550 60 %6 x 11% 1 46-1031
KX THERMOSTAT 175-550 60 e x 11348 4 46-1092
SP THERMOSTAT — Kit 175-550 60 Yax T 6 46-1510*

SP THERMOSTAT — Kit 175-550 60 % x 3%, Copper 6 46-1254*
RANCO THERMOSTAT — Rinse w/Stuffing Box, 3&" Brass 180 (165-195)*" | 24 ¥ x 3%, TinfZinc — 46-1083
*Kit includes Bezel, 2" Breakaway Stem, Knob & Adapters to convert Screw Terminals to Quick Disconnect Terminals.
“*Field adjustable, but not recommended by Ranco.
1 See pg. 9 for Mounting Bracket Type illustrations.
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