
IDEAL APPLICATIONS 
•	 Casual dining

•	 Schools

•	 Healthcare

•	 Stadiums

RC Series
CHEF LINE
RC30S2- 		  3000 Watts, Window door
RC22S2- 		  2200 Watts, Window door
RC17S2- 		  1700 Watts, Window door
RC30S2D- 	 3000 Watts, Solid stainless steel door
RC22S2D- 	 2200 Watts, Solid stainless steel door
RC17S2D- 	 1700 Watts, Solid stainless steel door

FEATURES AND BENEFITS

•	 1700 - 3000 watts of cooking power
	- Fast cooking and steaming

•	 1.0 cubic ft. (28 L) oven capacity
	- Accommodates two 4" (102 mm) deep 1/2 size pans, stacked

•	 Top and bottom antenna system
	- Dispersed energy pattern for even cooking
	- Consistent results and excellent food quality

•	 New! HD advanced controller
	- 2.8” (7cm) full color LCD HD display
	- New user interface. Multi-lingual— supports 20 languages

•	 New! Accepts standard USB flash drives
	- Easily transfer settings. Compatible with the ACP Programming App

•	 100 programmable menu items, 4 cooking stages, 11 power levels
	- One-touch cooking
	- Versatile program options
	- Minimizes staff training and reduces prep time

STEAM OR BOOST HEATS IN SECONDS

FOOD ITEM RC30S2* RC22S2* RC17S2*

Quinoa - 1cup (150g) 10:00 11:30 12:00

Lobster Tail - 4oz. (114g) 1:45 2:15 2:30

Red Potatoes - 12oz. (340g) 1:45 2:15 2:30

Fresh Green Beans - 12oz. (340g) 0:55 1:15 1:30

Salmon - 6oz. (170g) 1:40 1:45 2:05

Berry Cobbler - 7oz. (200g) 0:20 0:35 0:45

Available with tempered glass 
window door, or solid stainless 
steel door

Accommodates two 4" (102 mm) 
deep 1/2 size pans, stacked

USB Standard 
Connectivity

Cleanable air f ilter removes easily

COMING SOONNEW 
DESIGN!
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