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Ultra Pan Carrier® 
S-Series UPCS400
•  Fit four 4" deep full-size

food pans.

•  Hold hot or cold food safely for
4 hours or more.

190˚F 186˚F 184˚F 181˚F 179˚F
Hot — temperature loss averaging 3˚F/hour.

33.9˚F 34.1˚F 34.7˚F 35.2˚F 35.8˚F
Cold — temperature gain averaging 1.5˚F/hour.

PRESSURE CONTROL
Built-in vent.

MENU CLIP 
Reduces need to open door.

BUILT-IN SEAL 
Eliminates need for removable gasket.

CODE UPCS400
EXTERIOR DIM. W x D x H 18" x 261⁄4" x 25"
INTERIOR DIM. W x D x H 131⁄8" x 21" x 191⁄8" 
UNIT WEIGHT 44.3 lbs.
FITS CAMDOLLY CD400, CDC400

Case Pack: 1  InStock Colors: Speckled Gray (480), Dark Brown (131).

INSULATED FOOD SERVERS (NON-ELECTRIC)

Starting Temp. 1 hr. 2 hrs. 3 hrs. 4 hrs.

ERGONOMIC DESIGN
Unbreakable, ergonomic, molded-in 
handles for comfortable two-person 
carrying.

QUICK ACCESS
Single, 9" nylon latch for quick and 
secure opening and closing.EASY TO CLEAN

Door removes for easy cleaning.

CONVENIENT 
Integrated pan-staging area eases 
service (not for use during transport).

TEMPERATURE RETENTION
Polyurethane insulation keeps 
hot food hot and cold food cold.

Colors: Slate Blue (401), Speckled Grey 
(480), Dark Brown (131).

Note: Place food pans on rails. Pans 
should not be placed on the floor of a 
Camcarrier® cavity. Please use specified 
food pan sizes.

Note: Best results will be achieved by 
loading food pans between 180˚ to 190˚F. 
Loading metal food pans over 250˚F may 
result in damage to the carrier or cart.

HOLDING CAPACITY:

Pan Depth
Number of
GN 1/1 pans

21⁄2" 6
4" 4
6" 3
8" 2
Also holds GN 1/2 and 1/3 size pans.

CODE UPCS400CK CD400 400STP
DESCRIPTION Caster Kit* Camdolly® Strap
EXTERIOR DIM. 5" 211⁄16" x 281⁄8" x 9" 150" long
INTERIOR DIM. — 181⁄2" x 259⁄16" —
COLOR — ▲ Beige (000)

Case Pack: 1  *Optional Caster Kit for UPCS400: 2 fi xed, 2 swivel, 1 w/ brake.
 ▲ CD400 Colors: Coffee Beige (157), Dark Brown (131), Black (110), Slate Blue (401).

Optional AccessoriesUPCS400 Holding Capacity

UPCS400 rail confi guration


