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CAFETERIA TRAY RACKS
DOUBLE SECTION 
ALUMINUM CONSTRUCTION 

MADE  
IN THE  
USA

Options:
❑ /011 Caster Brakes 
❑ /052 5" X 2" Caster Upgrade  
❑ /5B HD Caster Brakes  
❑ /CC Card Clip Aluminum
❑ /022  Corner Bumpers (2)
❑ /024  Corner Bumpers (4)
❑ /PB Perimeter Bumper 

 * Models 420A- 424A manufactured to hold one  
18" X 26" sheet pan per level. 

APPLICATIONS: Multi-purpose racks for holding and storing  
18" x 26" pans. Designed for both cooler and freezer applications. 
CONSTRUCTION: Heavy duty, high tensile extruded aluminum. Type 
6063-T5 alloy. Lifetime guarantee against rust and corrosion. 
TRAY SLIDES: Slides are 1" x 1-1/2" extruded aluminum or S.S. 
angle heli-arc welded to frame. Bottom load ledge design.
FRAME AND CROSS SUPPORTS: Frames are 1-1/4" extruded 
aluminum or stainless steel tubing. 
CASTERS: Standard 5" full swivel non-marking casters. Casters are 
securely bolted to frame to facilitate replacements.

Model Spacing/Capacity H W D Weight

420A* 2"/ 60 18X26 70" 41" 26" 75 
421A* 3"/ 40 18X26 70" 41" 26" 65
422A* 4"/ 30 18X26 70" 41" 26" 51 
423A* 5"/ 24 18X26 70" 41" 26" 43 
424A* 6"/ 20 18X26 70" 41" 26" 37 
457A 3"/ 80 14X18 70" 41" 30" 72
458A 4"/ 60 14X18 70" 41" 30" 59
459A 5"/ 48 14X18 70" 41" 30" 51 
460A 6"/ 40 14X18 70" 41" 30" 45 
465A 3"/ 80 15X20 70" 45" 30" 72
466A 4"/ 60 15X20 70" 45" 30" 59
467A 5"/ 48 15X20 70" 45" 30" 51 
468A 6"/ 40 15X20 70" 45" 30" 45

❑ /VB VerticalBumper
❑ /009 Pan Stop Aluminum 
❑ /010 Pan Stop Stainless  
❑ /PG  Pan Stop Gravity
❑ /015 Pan Stop Web-Strap 
❑ /BA Solid Bottom Aluminum 
❑ /A   Solid Top Aluminum  
❑ /008 Sway Bracing 

Custom Sizes Available: All models available in 64" and 36" heights.
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