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The Dormont Swirl Hose quickly 
and easily connects water-fed 
appliances and equipment to 
the water supply line, providing 
trouble-free installations that 
save you time and money.  
Applications include ice ma-
chines, coffee makers, steam-
ers, combi-ovens, and drain 
lines.
�   Made of durable, retractable, 

NSF-certified polyurethane
�   Ensures easy mobility of  

the equipment
�   Will not kink or crack like 

ordinary copper tubing.

NOTES:
1.  Maximum allowable temperature  

rating:160°F (71°C)
2.  Maximum allowable operating  

pressure: 100 PSIG
3.  Standard fitting combination is Fixed  

Male x Female with rotational end fittings.
4.  All hose assemblies include a brass  

elbow fitting.
5.  To order Lead Free* Water Quick  

Disconnects, see Page 21.

Swirl Hose Installation – Co�ee Machine

PART # ID Swirl 
Hose

Male 
Adapter/  
Female 
Elbow

Male 
Adapter/  
Male 
Elbow

Male NPT 
Adapter/  
Female 
Flare 
Fitting

Lead Free 2-way 
Stainless Steel Quick 
Disconnect 

Swirl Hose Assemblies
71-1114-48 1/4" √ √

71-1114-72 1/4" √ √

72-2124-48 3/8" √ √

72-2124-72 3/8" √ √

73-3134-48 1/2" √ √

73-3134-72 1/2" √ √

71-1115-48 1/4" √ √ √

71-1115-72 1/4" √ √ √

72-2125-48 3/8" √ √ √

72-2125-72 3/8" √ √ √

73-3135-48 1/2" √ √ √

73-3135-72 1/2" √ √ √

72-1118-48 3/8" √ √

72-1118-72 3/8" √ √

73-1128-48 1/2" √ √

73-1128-72 1/2" √ √

Lead Free* Brass Fittings 
PART # Description ID

LF90-1112 1/4'' Male NPT x 1/4'' Female Flare

LF90-1122 1/4'' Male NPT x 3/8'' Female Flare

LF90-4142GH 3/4'' Garden Hose BIB

Lead Free* Elbows 
LF95-1112 1/4'' Male NPT x 1/4'' Female NPT

LF95-2122 3/8'' Male NPT x 3/8'' Female NPT

LF95-3131 1/2'' Male NPT x 1/2'' Male NPT

 

LEAD FREE* 
Connectors for 
Water-fed  
Appliances

LEAD FREE* SWIRL HOSE WATER SUPPLY LINES

*The wetted surface of this product contacted 
by consumable water contains less than 
0.25% of lead by weight.


