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Model Ice type Cooling Electrical Shipping Weight Replaces 
Model
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W 22” D 23.6” H 26”  
W 55.9  D 60  H 66 cm

*308lbs/140 kg daily at 70/50°F
*236lbs/107 kg daily at 90/70°F

RNF0320A-161 Nugget Air 115v/60Hz/1 174 lbs / 79 kg RNS0308A-161

RNK0320AZ-251 Nugget Air 230v/50hz/1 174 lbs / 79 kg RNS0308AZ-251

Recommended Bins:  D320 or D420 (see page 19) See page 22-23 for required adapters.

Not Stackable. Use cleaner (000000084) only with this model.
All dispenser manufacturers require a nugget ice adapter kit and ice level management kit. Contact beverage dispenser 
manufacturer or use kit K00488 ice level management kit. 

Not for use with SPA/SFA dispensers, iAuCS, or LuminIce II. 
50 Hz Electric Connection: Add Z for Bare Lead cord.
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W 22” D 23.6” H 26”  
W 55.8  D 60  H 66 cm

*591lbs/268 kg daily at 70/50°F
*451lbs/204 kg daily at 90/70°F

RNF0620A-161 Nugget Air 115v/60Hz/1 210 lbs / 95 kg RNS0608A-161

RNF0620W-161 Nugget Water 115v/60Hz/1 210 lbs / 95 kg RNS0609W-161

RNK0620AZ-251 Nugget Air 230v/50hz/1 210 lbs / 95 kg RNS0608A-251

RNK0620WZ-251 Nugget Water 230v/50hz/1 210 lbs / 95 kg RNS0609W-251

Recommended Bins: D420 or D570 (see page 19)  D-570 will require an adapter, see pages 22-23  
Not Stackable. Use cleaner (000000084) only with this model.

All dispenser manufacturers require a nugget ice adapter kit and ice level management kit. Contact 
beverage dispenser manufacturer or use kit K00488 ice level management kit. 
Not compatible with SPA/SFA dispensers, iAuCS, or LuminIce II.  
50 Hz Electric Connection: Add Z for Bare Lead cord.
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RNF1100
W 30” D 23.62” H 27.36”  
W 76.2  D 60  H 69.5 cm

RNF1020C
W 22” D 23.62” H 27.36”  
W 55.8  D 60  H 69.5 cm

*1078 lbs / 489 kg daily at 70/50°F
*825 lbs / 374 kg daily at 90/70°F

RNF1100A-261 Nugget Air 208-230v/60hz/1 275 lbs / 125 kg RNS1008A-261

RNF1100W-261 Nugget Water 208-230v/60hz/1 275 lbs / 125 kg RNS1009W-261

RNF1020C-161 Nugget Remote 115v/60Hz/1 195 lbs / 88 kg RNS1078C-161

RNK1100AZ-251 Nugget Remote 230v/50hz/1 275 lbs / 125 kg RNS1008AZ-251

Recommended bins : D970, F700, F1300, F1325, F1650, FC1350 (see page 19) See page 22-23 for required adapters .

**Requires RCUF1000 remote condensing unit and RC51 tubing kit.
Not Stackable. Use cleaner (000000084) only with this model.

All dispenser manufacturers require a nugget ice adapter kit and ice level management kit. Contact 
beverage dispenser manufacturer or use kit K00488 ice level management kit. 
Not compatible with SPA/SFA dispensers, iAuCS, or LuminIce II.  
50 Hz Electric Connection: Add Z for Bare Lead cord.
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RNF2000C
W 30" D 23.6" H 27.4" 

1915 lbs / 868 kgs at 70/50
1475 lbs / 669 kgs at 90/70 

RNF2000C-261 Nugget Air 208-230v/60hz/1 279 lbs / 127 kg

Recommended bins : D970, F700, F1300, F1325, F1650, FC1350 (see page 19) See page 22-23 for required adapters
**Requires RCUF2200 remote condensing unit and RC51 tubing kit.
Not Stackable. Use cleaner 000000084 only with this model 

All dispenser manufacturer require a nugget ice adapter kit and ice level management kit. Contact 
beverage dispenser manufacturer or use kit K00488 ice level management kit. 
Not compatible with SPA/SFA dispensers, iAuCS, or LuminIce II.   

*Daily ice production based on air-cooled condenser model at designated air temperature/water temperature. 

★  ENERGY STAR®  Qualified Model




