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B432

L1035

Plastic Tray Inserts & Accessories
• Make the most of your condiment center with interchangeable trays

Item Description Dimensions Quantity 

B416 1 pt. (16 oz.) (473 ml) 2½"H x 5"W x 2⅞"D (64 x 127 x 73 mm) 12

B432 1 qt. (32 oz.) (946 ml) 5⅞"H x 2¾"W x 5½"D (149 x 70 x 140 mm) 12

L1035 Stir stick/Straw caddy 4½"H x 5"W x 3"D (114 x 127 x 76 mm) 1

Construction: High-impact plastic

EZ-Chill™ Garnish Centers
•  Portable and chillable stainless steel garnish centers

•  Hinged, transparent lid protects garnishes and will not rust 

•  For use with EZ-Chill™ ice packs or ice

Item Description Dimensions

B6183L (3) 1 qt. (0.95 L) inserts with plex lid; (1) Ice liner;  
(3) EZ-Chill packs

5⅞"H x 18"W x 5⅜"D  
(149 x 457 x 137 mm) 

B6186L (6) 1 pt. (0.47 L) inserts with plex lid; (1) Ice liner;  
(3) EZ-Chill packs

5⅞"H x 18"W x 5⅜"D  
(149 x 457 x 137 mm) 

B6766L (3) 1 qt. (0.95 L) inserts; (12) 1 pt. (0.47 L) containers;  
(2) Bar caddies; (2) Ice liners; (6) EZ-Chill ice packs

12¾"H x 20⅞"W x 12"D  
(324 x 530 x 305 mm)

Construction: 22-gauge stainless steel with high-impact plastic

B6186L

Non-Chilled Garnish Trays
•  Attractive stainless steel construction provides years of use

• Transparent lids protect garnishes; split lid option

• Interchangeable pint and quart inserts are easy-to-clean

Item Description Dimensions 

B4093L (3) 1 pt. (0.47 L) inserts with plex lid 3½"H x 9⅛"W x 5¾"D (89 x 232 x 146 mm) 

B4124L (4) 1 pt. (0.47 L) inserts with plex lid 3½"H x 12⅛"W x 5¾"D (89 x 308 x 146 mm)

B4155L (5) 1 pt. (0.47 L) inserts with plex lid 3½"H x 15"W x 5¾"D (89 x 381 x 146 mm)

B4186L (6) 1 pt. (0.47 L) inserts with plex lid 3½"H x 18"W x 5¾"D (89 x 457 x 146 mm)
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B4246L (2) 1 qt. (0.95 L) inserts;  
(4) 1 pt. (0.47 L) inserts with split-lids

3½"H x 24"W x 5¾"D (89 x 610 x 146 mm)

Construction: 22-gauge stainless steel with high-impact plastic

B4186L




