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MIRAGE® 
INDUCTION RANGES

• Proprietary high-performance induction technology

• 90% energy efficiency – compare to the approximate 40% efficiency of gas ranges

• 100 power levels for precise cooking control

• 80°-400°F (27°-204°C) temperature setting 
 
 Visit VOLLRATH.com/induction  
 for induction videos and articles.

Mirage Pro

ITEM # DESCRIPTION DIMENSIONS (W X D X H): IN (CM) VOLTAGE KW AMPS PLUG CASE LOT

59500P Countertop – US only 14 x 151⁄4 x 3 (35.6 x 38.7 x 7.6) 120 AC 1.8 15 5-15P 1

59510P
Countertop – US 
and Canada

14 x 151⁄4 x 3 (35.6 x 38.7 x 7.6) 120 AC 1.4 12 5-15P 1

ITEM # DESCRIPTION DIMENSIONS (W X D X H): IN (CM) VOLTAGE KW AMPS PLUG CASE LOT

59300 Countertop – US only 12 x 16 x 31⁄8 (30.5 x 40.6 x 7.9) 120 AC 1.8 15 5-15P 1

59310 Countertop – Canada only 12 x 16 x 31⁄8 (30.5 x 40.6 x 7.9) 120 AC 1.4 12 5-15P 1 

• Proprietary induction technology

• 75% efficient – compare to the approximate 40% efficiency of gas ranges

• 20 power levels

• 100°-400°F (38°-204°C) temperature setting

Mirage Cadet

• Convenient carrying case to transport and protect your countertop induction range

• Side pocket fits cookware or other items

Mirage Carrying Case

ITEM # DESCRIPTION DIMENSIONS (W X D X H): IN (CM) CASE LOT

59145 Carrying case for Mirage countertop units 161⁄2  x 181⁄2 x 41⁄2 (41.9 x 47 x 11.4) 1




